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KWC-No.

3600001626
stainless steel, A 220, �exible connection hoses, surface-mounted
power supply unit

* hybrid tap, low-touch, kitchen
* Made of stainless steel
* Swivel spout �xe, extensible to 50°, 120° and or 360°
- Neoperl® Caché® laminar
* OptimalSpace - ample space for washing or working
* Cartridge
- with ceramic discs
- �ow rate and temperature continuously variable
* Opto-electronic sensor

- time-controlled water runtime
- pre-set water temperature
* Electrovalve
* Flexible connection hoses 3/8"
* QuickInstallation - Fastening via threaded connection with locking
screws
* Mounting hole size ø35 mm
* Scope of delivery:
- Mains receiver 100-240 V

Technical Data

ATT-KWC-EL_STEUERUNG berührungsarm

Connection Flexible_Anschlussschläuche

ATT-KWC-AUSLAUF schwenkbar

ATT-KWC-STROMVERSORGUNG Netz AP

Handling seitenbedient

ATT-KWC-FARBCODE stainless steel

Installation_type Standmontage

Faucet_typ Elektronik

ATT-KWC-BAUFORM J-Auslauf

Measure_Height 392

Projection_A A220

ATT-KWC-MASS-WASSERAUSTRITT 270

Material ROSTFREIER_STAHL

Extratillbehör
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Bidirectional remote control for
electronical �ttings F3 and F5

2030036654
ACEX9005

2-button remote control for �ttings F3
and F5

2030036849
ACEX9004

C module

3600001331
ACEX9020


